DECANT STRUCTURE
(4” METAL PIPE)

VALVE

CULVERT
C-14D

SEDIMENT CLEANOUT
LEVEL MARKER

CONTOUR INTERVAL = 1’

PLAN VIE

1.V

| 5
| BOTTOM OF CHANNEL

SECTION C-C’

7082

7080

7078

7066

7064

7062

7060

7038

7056

7064

7062

7060

7038

7056

TOP OF EMBANKMENT ELEV. 7068

-/

4

— PEAK STAGE DURING 25—-YEAR,24—HOUR STORM = 7067.2
\\’mozc CONTAINS RUNNOFF FROM 10-YEAR, 24—-HOUR STORM

\
\

RUNNOFF VOLUME

/

9095 CUBIC FEET
— FLOWLINE ELEV. 7066.9

/i
4

DECANT ELEV. 7064.9—7 \\

MAXIMUM SEDIMENT ELEV. 7063.4 — \

60% SEDIMENT CLEANOUT ELEV. 7062.9 % \

POND BOTTOM 7062

0+00.00

0+350.00

1+00.00

SECTION

0+00.00

Sk

r
(O

l_l
i

0+30.00

ION B—B’

1+00.00

A

1+350.00 2+00.00

INCORPORATED

Div. of Qil, Gas & Mining

: RECEIVED
FEB 15 201
e o il GAS & MINING
REV.| Appr. REMARKS
1 |3/31/92| DECANT/SED. MARKER/CULVERT ADDED
2 |[8/01/02| Digitized Map
3 [1/25/11 | NOV-10068: Added C—14D, removed grouted inlet to Pond
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